
C16, C16-D, C25, C70 - Kompaktiereinheit

Die wassergekühlten MIYACHI PECO-Kompaktiereinheiten sind für den Einsatz in Kombination mit unseren Schweißköpfen und Stromversorgungen ausgelegt. In Verbindung 
mit der Hartlöttechnik eignet sich die Kompaktierung ideal zum Fügen großer Kabel in der Elektronik-, Automobil- und Batterieindustrie.
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Specifications C16, C16-D, C25, C70 - Kompaktiereinheit 1/2

Modell C16 C16D C25

Konfiguration
Single or double compacting unit 
for a copper braid with a diameter 
of up to 16 mm2

Single or double 
compacting unit for a 
copper braid with a 
diameter of up to 16 
mm2

Single compacting unit 
for a copper braid with 
a diameter of up to 25 
mm2

Luftdruckversorgung max. 6 bar max. 6 bar max. 6 bar

Kupfergeflechtdurchmesser Up to 16 mm2* Up to 16 mm2* Up to 25 mm2*

Kompaktierbänderform Rectangular or square Rectangular or square Rectangular or square

Elektrodenkraft, Kompaktierlänge, 
Abstandseinstellungen

Depend on application and 
configuration

Depend on application 
and configuration

Depend on application 
and configuration

Umgebungstemp. 0-40 °C 0-40 °C 0-40 °C

Kühlung Water cooled Water cooled Water cooled

Optionen Digital Resistance Welding 
Monitoring with MG3

Digital Resistance 
Welding Monitoring with 
MG3

Digital Resistance 
Welding Monitoring 
with MG3

*

Exact ranges depend on the 
application. AMADA WELD TECH is 
pleased to recommend a suitable 
configuration for compacting 
devices which meets the specific 
needs.

GEWICHT UND ABMESSUNGEN

Gewicht ca. 2,5 kg 4 kg 3 kg

Abmessungen (L x H x T) See drawings below See drawings below See drawings below
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Specifications C16, C16-D, C25, C70 - Kompaktiereinheit 2/2

Modell C70

Konfiguration Single compacting unit for a copper braid with a diameter of up to 70 mm2

Luftdruckversorgung max. 6 bar

Kupfergeflechtdurchmesser Up to 70 mm2*

Kompaktierbänderform Rectangular or square

Elektrodenkraft, Kompaktierlänge, Abstandseinstellungen Depend on application and configuration

Umgebungstemp. 0-40 °C

Kühlung Water cooled

Optionen Digital Resistance Welding Monitoring with MG3

*

GEWICHT UND ABMESSUNGEN

Gewicht ca. 18 kg

Abmessungen (L x H x T) See drawings below
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Drawings C16, C16-D, C25, C70 - Kompaktiereinheit
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Product applications C16, C16-D, C25, C70 - Kompaktiereinheit

Automotive Automotive Automotive

Electronics

27-04-2024 04:03 Seite 5 AMADA WELD TECH




