
MM-601B – Tragbarer Kraftmesser

Das MM-601B ist ein Elektrodenkraftmessgerät für Widerstandsschweißmaschinen. Durch den Wechsel des Kraftaufnehmers kann der Schweißdruck im Bereich von 0,20 
bis 950 kg gemessen werden.

Spezifikationen MM-601B – Tragbarer Kraftmesser

Einfacher mikrocomputerbasierter Betrieb

Großer Messbereich

Automatische Bestimmung des Messbereichs

Großes, leicht lesbares LCD-Display

One-Touch-Nullabgleich

Tragbar und mobil

Frontseite beständig gegen Ölnebel und Staub
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Specifications MM-601B – Tragbarer Kraftmesser

Modell MM-601B

Messbereich 0.20-9.50 kgf / 0.20 -9.31 daN (MA-520)

Messbereich 2.00-95.0 kgf / 2.00 -93.1 daN (MA-521)

Messbereich 20.0-950 kgf / 20.0 - 931 daN (MA-522)

Messgenauigkeit +/- 5% of full scale

Display Decimal point & unit: Automatically display depending 
on measuring range. (kg/daN selectable)

Display Overload: Display "OVER!!" and sound intermittent 
buzzer

Display Charging alert: "BATTERY" flashes (After flashing 
seven times, power is turned off automatically.)

Abschaltautomatik Turn off the power after seven minutes without any 
key operation

Abschaltautomatik When not connected with a sensor, automatically turn 
the power off after three minutes

Analogausgang Output voltage: 4 mV per count, no-load resistance: 5 
kohm or over

Force sensor* MA-520 / MA-521 / MA-522

Ambient Temperature 0 to 40 °C

Leistungsanforderungen Nickel hydrate battery 1.2 V x 4 pc. (4.8 V)

Modell MA-520 MA-521 MA-522

Messbereich 0-20 - 9.31 daN 2.00 - 93.1 daN 20.0 - 931 daN

SWL 9.31 daN 93.1 daN 931 daN

AL 1.5 times of SWL 1.5 times of 
SWL

1.5 times of 
SWL

Messgenauigkeit +/- 3% of SWL +/- 3% of SWL +/- 3% of SWL

Gewicht 200 g 200 g 250 g
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Drawings MM-601B – Tragbarer Kraftmesser
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Product applications MM-601B – Tragbarer Kraftmesser

MA-521/MA522
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