
Module d'interposeur

Le module d’interposeur est un module d’alimentation de rouleau à rouleau utilisant un sous-module gauche et droit indépendant de la longueur de la thermode. Le module 
maintient une bobine d’interposeur du côté gauche et la pièce du dérouleur sur la droite collectant le matériau d’interposeur utilisé. Un mécanisme de ressort intelligent 
inclus au module empêche le matériau d’interposeur d’adhérer à la thermode après l’assemblage. La tension exercée sur le matériau d’interposeur est automatiquement 

contrôlée par un niveau commandé par ressort. Le module d'interposeur est disponible dans des configurations manuelles et entièrement automatiques applicables à tous 
les systèmes Hot Bar d’AMADA WELD TECH.

 

Key features Interposer Module

Independent modular design for optimum system integration

Self-levelling mechanism for tape tension control

Optional upgrade module for automatic tape feeding

Sacron tape reel usage providing product protection and even pressure on bond area

Sacron tape neabling elimination of Hot Bar pollution
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Specifications Module d'interposeur

SARCON INTERPOSER TAPE

Minimum tape feeding length 10 mm/step

Reel specification Outside diameter 85 mm, 6 mm mounting hole *)

Sarcon tape width 5 mm

Sarcon tape length 10 meters

Sarcon tape thickness 0.45 mm

Material type Aluminium oxide filled silicon rubber

Material colour Grey

KAPTRON INTERPOSER TAPE

Minimum tape feeding length 10 mm/step

Reel specification Outside diameter 125 mm, inner diameter 75 *)

Kapton tape width 5 mm

Kapton tape length 200 meters

Kapton tape thickness 0.025 mm

Material type Kapton (Polyamide)

Material colour Brown

*) excluding mounting reels
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