
MG-300A Unité de contrôle de soudure numérique (anciennement connu sous le nom 
de MG3)

Le MG-300A représente la toute dernière technologie en matière de soudage par résistance. Elle offre des mesures dynamiques et de précision en tant réel de toutes les 
variables de soudage. Une version spéciale est disponible pour l’OP-AWS3-A avec une variété de fonctions, qui sont décrites dans la fiche de données techniques OP-AWS3-

A. Les descriptions suivantes ainsi que la fiche de données techniques téléchargeable dans la section « Plus d’informations », s'appliquent au produit MG-300A.

Avec l’importance accrue de la responsabilité, l’unité de contrôle de soudure numérique MG-300A offre les outils nécessaires au développement de procédés, au contrôle de 
la production, à la collecte de données, et à l’analyse pour répondre à vos exigences ISO, GMP et TQM.

Caractéristiques MG-300A Unité de contrôle de soudure numérique

Deux canaux de mesure indépendants

Fonctions oscilloscope avec modes zoom et curseur

Compatibilité SPC à l’écran

Horloge et date intégrée pour les rapports de soudage et la traçabilité

Jusqu’à 99 programmes disponibles avec protection de mot de passe

Capacité multilingue
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Specifications MG-300A Unité de contrôle de soudure numérique (anciennement connu sous le nom de MG3)

. Digital Basic Digital-W1 Digital-W2

Types de courant de 
soudage

Direct current, alternating current and 
capacitor discharging

Direct current, alternating 
current and capacitor 
discharging

Direct current, alternating 
current and capacitor 
discharging

Configuration de 
base

1 closed toroidal coil d-70 mm and voltage 
measuring cables; 2-channel current and 
voltage measuring parallel with external 
BCD program selection, turn pressure knob 
for menu selection and parameter input

See Digital Basic version and 
analog inputs for force or 
pressure plus the option to 
connect 1 displacement 
sensor

See basic version and analog 
inputs for force or pressure 
plus the option to connect 2 
displacement sensors

Fonctions de mesure

Current, voltage, charging, time, power, 
energy, resistance, pre-warning and limit 
values, envelope waveform function, 
counter, statistic process control 
(calculated values can be stored as limit 
values)

See Digital Basic version plus 
displacement part detection, 
speed, pressure

See Digital Basic version plus 
displacement part detection, 
speed, pressure

Options WinWeld software; toroidal coils

Adapter box and displacement 
sensors w/varying resolution 
from 0.1 or 1.0 µm and 
varying strokes

Adapter box and 
displacement sensors 
w/varying resolution from 0.1 
or 1.0 µm and varying strokes

Tension 
d'alimentation 110 - 240 VAC 110 - 240 VAC 110 - 240 VAC

Fréquence principale 50-60 Hz 50-60 Hz 50-60 Hz

Valeur de connexion 60 W 60 W 60 W

Fusion Internal 2 A delayed Internal 2 A delayed Internal 2 A delayed

Câble de connexion 3 x 0,75 mm2, 2 m long 3 x 0,75 mm2, 2 m long 3 x 0,75 mm2, 2 m long

Classe de protection IP30 IP30 IP30

Affichage graphique 120 x 90 mm 120 x 90 mm 120 x 90 mm

Scanner graphique With measuring time =50 ms:5 dots/ms With measuring time =50 ms:5 
dots/ms

With measuring time =50 
ms:5 dots/ms

Dispositif de 
stockage USB stick via built-in USB port USB stick via built-in USB port USB stick via built-in USB port

Plage / précision de 
mesure du courant

2-500 kA resp 0.2 - 50 kA (with coil x 10)/ 
+/- 1.5% of measurement range limit value 
(w/o coil)

2-500 kA resp 0.2 - 50 kA (with 
coil x 10)/ +/- 1.5% of 
measurement range limit 
value (w/o coil)

2-500 kA resp 0.2 - 50 kA 
(with coil x 10)/ +/- 1.5% of 
measurement range limit 
value (w/o coil)

Plage / précision de 
mesure de la tension

0.5 - 50 V / +/- 1.5% of measurement range 
limit value

0.5 - 50 V / +/- 1.5% of 
measurement range limit value

0.5 - 50 V / +/- 1.5% of 
measurement range limit 
value

Programmes de 
surveillance 99 99 99

Temps de mesure DC: 1 - 2000 ms; AC: 1 - 5000 ms DC: 1 - 2000 ms; AC: 1 - 5000 
ms

DC: 1 - 2000 ms; AC: 1 - 5000 
ms

Fréquence de 
balayage 12.5 µs per channel 12.5 µs per channel 12.5 µs per channel

Entrée analogique I – channel 1 and 2; U–channel 1 and 2 I – channel 1 and 2; 
U–channel 1 and 2

I – channel 1 and 2; 
U–channel 1 and 2
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Product applications MG-300A Unité de contrôle de soudure numérique (anciennement connu sous le nom de 
MG3)

Automotive Electronics Medical

IT & Multimedia Aerospace Defence
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