
Série 70 - Tête de soudage servomotorisée

Conçue pour être utilisée dans le soudage sur bancs de travail ou par automatisation, la tête de soudage de la série 70 de MIYACHI UNITEK offre un niveau de force 
d’électrode stable et reproductible pour une vaste gamme d’applications de soudage par résistance. Deux modèles différents sont disponibles, chacun équipé d’un module 

de commande à servomoteur de pointe et facile à programmer, permettant de positionner précisément l’électrode et choisir une vitesse dans les 32 programmes de 
soudage différents.

 

Caractéristiques Série 70 - Tête de soudage servomotorisée

Actionnement par servomoteur rapide et reproductible

Commande de force extrêmement basse (0,25 lb)

E/S de commande à distance et communication PC

Options de force et déplacement

Serrage de pièce « Soft Touch »

Option de thermode à lame ou Unitip
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Specifications Série 70 - Tête de soudage servomotorisée

Numéro de modèle Model 71 Model 72

Type de tête Opposed Parallel

Plage de force 0.25 – 8 lbs.* 0.25 – 8 lbs.* per electrode

Méthode de force 
de soudage Spring force setting Spring force setting

Méthode 
d'actionnement Servo motor Servo motor

Course de 
l'électrode 1.5 in max. (.004 in steps) 1.5 in max. (.004 in steps)

Profondeur de 
gorge en pouces 4 8

Nombre de 
programmes 32 (selectable externally) 32 (selectable externally)

Vitesse de 
l'électrode

Start point – Mid point – 8 speeds 
adjustable by schedule (20-300 mm/s) Mid 
point – Welding point – 4 speeds 
adjustable by schedule (7.5-30 mm/s) 8 
settings (100, 200, 300, 400, 500, 1000, 
and 2000 ms, external END signal)

Start point – Mid point – 8 speeds 
adjustable by schedule (20-300 mm/s) Mid 
point – Welding point – 4 speeds 
adjustable by schedule (7.5-30 mm/s) 8 
settings (100, 200, 300, 400, 500, 1000, 
and 2000 ms, external END signal)

Alimentation 
électrique 100 - 220 VAC 50/60 Hz 100 - 220 VAC 50/60 Hz

Courant de soudage 3000 amps @ 2% DC 3000 amps @ 2% DC

Numéro de modèle Model 71 Model 72 Controller

Dimensions (L x l x 
H)

216 mm x 80 mm x 300 mm (8.5 in x 3.14 
in x 11.8 in)

404 mm x 120 mm x 270 mm (15.9 in x 4.7 
in x 10.6 in)

243.8 mm x 63.5 
mm x 154.9 mm 
(9.6 in x 2.5 in x 
6.1 in)

Poids 7.7 lbs (3.5 kg) 16 lbs (7.3 kg 6.6 lbs (3 kg)
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Product applications Série 70 - Tête de soudage servomotorisée

Solar cell Pacemaker interconnects 0.002 in diameter magnet wire to gold pad



23-04-2024 14:56 Page 4 AMADA WELD TECH


