
MM-315B - Vérificateur de soudure portable

Le modèle MM-315B est un moniteur multifonction portatif pour les soudeurs par point et résistance.
Ce testeur de soudure de poche est parfait pour dépanner tous les types de soudeurs par points et résistance. Vous aurez directement toutes les données de soudage à 

disposition.

Caractéristiques Product variants MM-315B - Vérificateur de soudure portable

Mesure le courant de soudage, les cycles de soudage et les degrés de conduction

Mémoire sans batterie

Système à mise hors tension automatique

9 mémoires d’impulsion

Grand écran à cristaux liquides facile à lire

Mallette antipoussière et trace d’huile
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Specifications MM-315B - Vérificateur de soudure portable

Current measurement range 1.00-9.99 kA (Lo range) / 5.0 - 49.9 kA (Hi Range) 1.00-9.99 kA (Lo range) / 5.0 - 49.9 kA (Hi Range)

Current measurement mode Arithmetic average RMS of measuring range Arithmetic average RMS of measuring range

Current accuracy
9.99 kA range. Single phase AC power supply: +/- 
(1% rdg + 9 dgt). DC inverter power supply: +/- (1% 
rdg + 15 dgt)

49.9 kA range. Single phase AC power supply: +/- 
(1% rdg + 3 dgt). DC inverter power supply: +/- (1% 
rdg + 5 dgt)

Current start cycle of 
measurment 1-99 cycle 1-99 cycle

Current finish of 
measurement AC 2% or below full scale DC 75% or below of previous cycle

Chiffres d'affichage 3 digits 3 digits

Time measuring range AC 1-99 cycle DC 1-40 cycle per 0.01 - 0.80 sec.

Time measurement mode All welding cycle or time All welding cycle or time

Précision +/- 0 cycle per +/- 0.01 sec +/- 0 cycle per +/- 0.01 sec

Time display digits 2 digits 2 digits

Conduction angle measuring 
range 30-80 degree 30-80 degree

Conduction angle 
measurement mode Maximum conduction angle of measuring range Maximum conduction angle of measuring range

Conduction angle accuracy +/- 9 degree +/- 9 degree

Conduction angle display 
digits 3 digits 3 digits

Source d'alimentation Nickel hydrate battery 1.2 V x 4 pcs (Time for 
continuous run: 10 hrs)
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Drawings MM-315B - Vérificateur de soudure portable
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